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NOTES:

. WHEN CROSSING UNDER ROADWAYS OR ANY OTHER HARD SURFACE,
ALL ELECTRICAL WIRING AND WATER LINES SHALL BE INSTALLED 25'
(0T6m) DEEP, IN A SCHEDULE 40 PVC SLEEVE. SLEEVE SHALL BE 2
TIMES DIAMETER OF CONDUIT / PIPING. ALL ELECTRICAL CONDUIT
SHALL HAVE |" MIN. DIA. FOR 110 YOLTS AND 2" MIN. DIA. FOR LOW
VOLTAGE. SEE CITY STANDARDS SHEET L-3, DETAIL H.

2. KHERE THE RAINBIRD MAXICOM IRRIGATION SYSTEM 1S
SPECIFIED, THE MAXICOM CABLE MUST NOT COME INTO CONTACT
WITH THE POWER SUPPLY OR VALVE WIRING. LOCATE THE MAXI-
COM CABLE NEAR THE MAIN LINE AT A 9 O'CLOCK POSITION.

3. IF MORE THAN ONE LINE 1S INSTALLED PER TRENCH, PROVIDE
05' (0.15m) HORIZONTAL AND VERTICAL SEPARATION.

4. ALL PVC SOLVENT (ELUE) SHALL BE #1Il (PRIMER I5
REQUIRED ON MAIN LINE ONLY).

5. LANDSCAFPE AND IRRIGATION IMPROVEMENTS WITHIN THE
DEDICATED STREET RIGHT-OF-WAY MAY REQUIRE AN OPEN
STREET PERMIT. CHECK WITH CITY ENGINEERING DEFPARTMENT
FOR REQUIREMENTS.

6. WHERE OPEN STREET CUTS ARE REQUIRED TO INSTALL VARIOUS
IRRIGATION LINES AND/OR WIRES, ALL STREET PATCHING WITHIN
THE CITY RIGHT-OF-WAY SHALL BE IN ACCORDANCE WITH CITY
STANDARD ST-12 OR AS DIRECTED BY THE CITY ENGINEER.

7. ALL IRRIGATION LATERAL LINES SHALL BE CLASS 200 PYC.

[F A LATERAL LINE IS LOCATED UNDER A HARD SURFACE,
SCHEDULE 40 PVC 15 REQUIRED.

&. WHEN THERE 15 A CHANGE IN FITTED DIRECTION, ALL IRRIGATION
MAIN LINES LARGER THAN 20" (50mm) IN DIAMETER (PRESSURE
LINES) SHALL BE SECURED WITH CONCRETE THRUST BLOCKS IN
ACCORDANCE WITH MANUFACTURE'S RECOMMENDATION AND

AS DIRECTED BY THE RECREATION AND PARKS DIRECTOR.

SEE CITY STANDARD SHEET L-5 FOR THRUST BLOCK DETAIL.

4. ALL IRRIGATION MAINLINES 2.0" (50mm) IN DIAMETER AND

LESS SHALL BE SCHEDULE 40 PVC. IRRIGATION MAINLINES GREATER
THAN 2.0" (50mm) IN DIAMETER SHALL BE TITE PVC SCHEDULE 40 OR
APPROVED EQUAL BY THE RECREATION AND PARKS DIRECTOR.

0. ANY AND ALL CHANGES SHALL BE APPROVED BY THE RECREATION
AND PARKS DIRECTOR PRIOR TO IMPLEMENTATION.

l. ALL IRRIGATION INSTALLATION SHALL BE IN ACCORDANCE WITH
CITY STANDARDS, THE LATEST APPROVED EDITION OF THE UNIFORM
PLUMBING CODE, MANUFACTURER'S RECOMMENDATIONS, SECTION

20 OF THE STANDARD SPECIFICATIONS, AND AS DIRECTED BY THE
RECREATION AND PARKS DIRECTOR.

12. ALL MATERIAL USED SHALL BE NEW AND FREE FROM IMPERFECTIONS.

3. SEE APPROVED LANDSCAPE AND IRRIGATION PLANS AND LEGENDS
FOR SPECIFIC MODEL NUMBER, SIZE, QUANTITY, MANUFACTURER,
AND PERFORMANCE REQUIREMENTS.

[4. NO OTHER CONDUIT OR PIPING MAY BE ALLOWED
WITHIN IRRIGATION PIPING OR CONTROL LINE TRENCH.

FINISHED GRADE 10" (0.3m)
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- BACKFILL AND COMPACT
S ACCORDING TO CITY STANDARD
¢ ST-I13. SEE CALTRANS SPECS.

7 PLACE IRRIGATION CONTROL
¢ ”

7 § WIRES NEAR THE MAIN
PLACE MAXICOM WRES 5 [\ BUNDLED AND TAPED AT
NEAR THE MANLIE 55 5 10' (30m) INTERVALS,

AT THE 4 0'CLOCK N ///\\\ LOCATE WIRES AT THE
POSITION. /{(\\\W/(\\\AV%\/\Z%\?/QS 2 3 0'CLOCK POSITION.

@ MULTIPLE LINES

CITY OF BAKERSFIELD REVISIONS
DETAILS FOR PIPING,
TRENCHING, AND BACKFILL
STANDARD
PLAN NO.
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— WATER PROTECTION INIT

\\ IR NED TR
sMN._ N\ poAm e
(0.25m)| '

— —
.- . | el
AN L ('2 4’;5-
Y (o4m) y. o 4 IR
v REQUIRED ON ALL ASSEMBLIES
15' MIN. 1.0' (0.3m) ABOVE 15' MIN. CONCRETE
104 CONCRETE SLAB | (045m) SLAB PLAN
T R A I P R ANV DA TR ERrERS
A AR N %%ﬂf%\%mvwx\%mm%%% VAV
£ "
s X NEW CONCRETE 60" (I5omm)
n ” =
- S CONCRETE THRUST
BLOCK PER UPC. ;
FROM WATER | TO VALVES
GALVANIZED PIPING ¢ FI'I'}'IN@S
X (TYPICAL THROUGHOUT,
REDUCED PRESSURE BACKFLOW
ASSEMBLY (Greater than 2.0" (50mm) Dia.)
NOTES:
I. EXCEPT AS NOTED, ALL PIPING AND FITTINGS SHALL BE
GALVANIZED UNLESS APPROVED BY THE
RECREATION AND PARKS DIRECTOR.
iu.lflgisﬁgm BRASS FITTINGS / NIFFLES 2. USE TEFLON PIPE TAPE ON ALL THREADED JOINTS OR
NOT FLANGES APPROVED EQUAL BY THE RECREATION AND PARKS DIRECTOR.
CLL\LLV%SE’E BALL 3. ALL MATERIALS SHALL BE NEW AND FREE FROM IMPERFECTIONS
/BﬁiAP%P?_gslmN% 10" (03m) — 4, 5EE APPROVED LANDSCAPE/IRRIGATION PLANS AND
ABOVE HIGHEST / FINSHED LEGENDS FOR SPECIFIC MODEL NUMBERS, SIZE, QUANTITY,
| SPRINKLER HEAD MANJFACTURERS, AND PERFORMANCE REQUIREMENTS.
(PVB ONLY)
\CRE 5" MIN 5. ALL TRANSITIONS FROM GALVANIZED PIFE TO PVC PIPE SHALL
g - BE CONSTRUCTED WITH SCHEDULE 40 FEMALE ADAPTER OR
(045 44 | (045m) APPROVED EGUAL BY THE RECREATION AND PARKS DIRECTOR
R K//\// 7, gf/\ X o~ O, SO 6. A 6.0" (015m) THICK REINFORCED CONCRETE SLAB 15
| \// }6 MD(UN%“@/\// \> FEMALE REQUIRED FOR ALL WATER PROTECTION DEVICES. MINIMUIM
2|5, .5 % A S ADAPTCR CLEARANCE SHALL EE |5' (0.45m) ON ALL SIDES OF THE
I | K NA% DEVICE AND AS DIRECTED BY THE RECREATION AND PARKS
A Mﬁﬂfx& 4 DIRECTOR. SEE CITY STANDARD J, SHEET L-4
6 NP 7. ALL IRRIGATION INSTALLATION SHALL BE IN ACCORDANCE WITH
NG CITY STANDARDS, THE LATEST ACCEPTED EDITION OF THE
N% / UNIFORM PLUMBING CODE, MANJFACTURER'S RECOMMENDATION,
N SECTION 20 OF THE STANDARD SPECIFICATIONS, AND AS

(2.0" (50mm) and less)

DIRECTED BY THE RECREATION AND PARKS DIRECTOR.

&. ANY AND ALL CHANGES SHALL BE APPROVED BY THE
RECREATION AND PARKS DIRECTOR BEFORE IMPLEMENTATION.

SHT _4 _ OF _14
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VALVE (M) Tee

CONCRETE )
ANCHOR THRUST BLOCK 5 M

(TYPICAL) A0S N

>

R <\\/X\/X\/X\// ,\\/>§/>\ B PNV
. N7, 2
NOTES: §
I. ALL MAINLINES INSTALLED SHALL BE TESTED AS PER @ . %
MANJFACTURES SPECIFICATIONS AND SHALL BE A PART 45° TEE .
OF THE INSTALLATION SPECIFICATIONS. 45° TEE
RN, ELEVATION

2. ALL TRENCHING DEPTHS SHALL BE PER CITY Nt
STANDARD SHEET L-2, DETAILS D, E, AND F. NN N AN N AN N N AV AV AV NS

BLOCKS SHALL BE CLASS 'B" AS PER APPLICABLE
PROVISIONS OF SECTION 90 OF THE STANDARD
SPECIFICATIONS OF THE CALIFORNIA DEPARTMENT

OF TRANSPORTATION, APPROVED CURRENT EDITION. A

3. PORTLAND CEMENT CONCRETE USED FOR THRUST E =

4. THRUST BLOCKS SHALL BE USED AT CHANGES OF
DIRECTION (BENDS, TEES), CHANGES OF VELOCITY
(REDUCERS, VALVES), AND PIPE DEAD ENDS.

5. WHEN THRUST BLOCKS ARE USED, THE SIZE AND
TYPE OF THE BLOCKING MUST BE BASED ON THE
MAXIMUM THRUST FORCE EXPECTED AND THE LOAD-
BEARING CAPACITY OF THE SOIL.

6. ALL CONCRETE THRUST BLOCKS SHALL BE IN
ACCORDANCE WITH THE LATEST APPROVED EDITION
OF THE UNIFORM FPLUMBING CODE.

CITY OF BAKERSFIELD REVISIONS

DETAILS FOR THRUST BLOCKS

STANDARD
PLAN NO.
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T] ENTERLINE 05' 05" RAD. (15mm)
¢ TYPICAL ALL SIDES
FINISHED (©.I5m)
¥ OF FENCE CRADE 7 ( /
R+ R,
I IN__CHAIN LINK FENCE ;’.<\\ B - \//\< 1.0" (25mm) (SEE NOTE #3)
OR WOOD FENCE QUi iR
7 N
) RIRRRURR
| (N) CONCRETE MOW STRIP
05" RAD. (I5MM) SEPARATE TURF FROM PLANTER
10" (25mm) | TYPICAL ALL SIDES
(SEE NOTE #3) a0 | 40 05" RAD. (I5mm)
F 6. (TIRF) (0.23m) ‘(o.zsm) F'N":‘“ED TYPICAL TOP SIDES
—— o f ANAT FROV FLAYEROIND
) R Y A > -
R 42« [RRRx 8 —
SESEISEEES__comMPACTED LoT 7y
6.0" (150mm) THICI EARTH _\A it T e [T ) R
CONCRETE MOW STRIP STl Ao AN Rl \\//\,\/,\\
MOW STRIP AT CHAIN LINK g R (%W{//\\ S \///
FENCE AND WOOD FENCE RRRTRRY, SAP
NEAVAANA /\;/6\,\ V7 '
~ (0.2m)
BLOCK WALL (02m) COMPACTED EARTH
R E APPROVED WATERPROOFING
OR FENCE N LOT SDE PLAYGROUND SIDEWALK
)‘/ - NOTES:
u Ve ‘ LoT
05" RAD. (I5mm) X GRADE |. CONSTRUCT A DEEP SCORE JOINT (1Y) AT EVERY FENCE POST AND
TYPICAL TOP SIDES 7 EVERY [5' (4.6m) ON ALL OTHER CONCRETE SURFACES.
2.0" (50mm) a0 SEEKEKIK 2. ALL AREAS TO RECEIVE CONCRETE SHALL BE COMPACTED TO
(SEE NOTE #3) : 74 q0% RELATIVE DENSITY FOR A DEPTH OF 05' (I50mm) OR AS
FIN (0:23m) R CONPACTED APPROVED BY THE RECREATION AND PARKS DIRECTOR.
ERADE —— /\Q ) 3. TOP OF MOW STRIP SHALL BE |.0" (25mm) ABOVE FINISHED
>\///\\///\ [ — < \///\@ GRADE WHEN ADJACENT TO TURF AND 2.0" (50mm) ABOVE
oot (somm LR “Po— FooTiNe FINISHED GRADE WHEN ADJACENT TO PLANTER
THICK CONCRETE 2 - <% =+ =R 4, WHERE THE GRADE ON THE LOT SIDE OF THE WALL I5 HIGHER
VON STRIP N4 \/>‘ THAN THE GRADE ON THE STREET SIDE OF THE WALL, WATER
N < PROOFING |5 REQUIRED. SEE CITY STANDARD SHEET L-d4 DETALL €
LT FOR NATER PROOFING REGUIREMENTS
SECTION '
BLOCK WALL——— 5. A 4.0" (0.22m) WIDE CONCRETE MOW STRIP 15 REQUIRED FOR ALL
OR FENCE %/ LANN AREAS ADJACENT TO AN EXISTING OR PROPOSED FENCE/WALL P
D v . III/I77, CITY STANDARD SHEET L-Il, DETAIL M' ¢ N
galg o e B 6. ANY AND ALL CHANGES FROM THIS STANDARD DETAIL SHEET
Sye [T em o aTETONG SHALL BE APPROVED BY THE RECREATION AND PARKS DIRECTOR
T AN T A PRIOR TO CONSTRUCTION.
R=4.0" TYP. - R PILASTER 7. ALL CONCRETE SHALL BE CLASS "B" IN ACCORDANCE WITH
(0.23m) BLAN CITY STANDARDS, THE LATEST EDITION OF SECTION T3 OF THE
STANDARD SPECIFICATION, AND AS APPROVED BY THE RECREATION
MOW STRIP AT AND PARKS DIRECTOR.
WALL AND FENCE 8. MOW STRIP ALONG WALL SHALL INCLUDE PILASTER.

9. MOW STRIP SHALL BE INSTALLED AT ALL PROPERTY LINES.

CITY OF BAKERSFIELD REVISIONS

DETAIL FOR CONCRETE MOW STRIPS
& PLAYGROUND SIDEWALK

STANDARD
PLAN NO.
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m DENOTES AREA WITHIN MEDIAN ACCEPTABLE

FOR LANDSCAPING (SEE
FOR EXTENT OF PLANTER AREA). AREAS OUTSIDE
THESE LIMITS SHALL BE ENTIRELY SURFACED

MAJOR ARTERIAL WITH APPROVEDE HARD SURFACE TREATMENT. USE
OR COLLECTOR OF TREES OR OTHER FEATURES MAY BE LIMITED

J

DUE TO SIGHT LINE RESTRICTIONS.

L 50' MINIMUM J L
125' MIN
=~SA\\N — ;KK\

(A

C N\N\\ S — I

f- 125' MIN t

| LI

[LANDSCAPING LIMITS WITHIN MEDIANS |

MOW RAMP: START WITHIN HARDSCAPE .
4"(CURB, 15' MIN
c ‘ )—* { ZONE B

e T

& a5 q5' 14"
—MIN 50' MIN, * (5EE NOTE 3)
. T 1 1 1T 1 1T 1T 1 1T T T T 1T 1T T T T T T T T T T 71T T T T T T T T T T T T T T T
T
| B- c

ZONE A ZONE B ZONE c

HARD SURFACE TREATMENT: DENOTES

50% MIN. PLANTER AREA ACCEPTABLE HARD
T5% MAX. PLANTER AREA SURFACE TREATMENT

®» 24 scsuwmsrObd

q.

AS APPROVED BY
RECREATION AND
DETAIL OF MEDIAN PARKS DIRECTOR

A 15" MIN. BORDER OF HARD SURFACE TREATMENT 15 REQUIRED ADJACENT TO THE BACK OF CURB THROUGHOUT ZONE B.

. WHERE WIDTH IS LESS THAN 125' MEASURED FROM £ TO fi (&' PLANTER WIDTH) HARD SURFACE TREATMENT ONLY REQUIRED.
. HARD SURFACE TREATMENT ONLY MUST BE INSTALLED WHEN THE MINIMUM WIDTH DOES NOT OCCUR FOR 50 CONSECUTIVE FEET.
. NO SHRUBS WILL BE ALLOWED IN PLANTER AREA WITHOUT PRIOR APPROVAL OF RECREATION AND PARKS DIRECTOR.

STAMPED CONCRETE INSTALLATION SHALL BE TO "BOMANITE' SPECIFICATIONS OR APPROVED EQUAL.

"'SPRAY HEAD" TYFE IRRIGATION REGUIRES THE | 5' HARD SURFACE TREATMENT ALONG THE PERIMETER OF THE PLANTER TO BE
SLOFPED INWARD TOWARD THE PLANTER AT 2%.

"BUBBLER HEAD" TYPE IRRIGATION IS ENCOURAGED. HOWEVER, WHERE STREET fT. GRADES EXCEED 2% FALL, "SPRAY HEAD" TYFE
IRRIGATION 15 REQUIRED.

. COLOR OF CONCRETE OR OTHER HARD SURFACE TREATMENT SHALL BE DETERMINED IN CONSULTATION WITH THE RECREATION AND

PARKS DIRECTOR

ALLOWABLE SHAPE OF LANDSCAPED PLANTER AREAS CAN BE FREE FORM AND |5 NOT LIMITED TO RECTANGULAR
OR CIRCULAR CONFIGURATIONS AS LONG AS CONTAINMENT OF OVERHEAD IRRIGATION IS ACHIEVED.

10. INSTALL MOWER RAMP AT ALL MEDIAN BREAKS(PREFERABLY AT LEFT TURN POCKETS ADJACENT TO LAWN AREAS)

COMPACT O5' (150mm) BASE TO 40% RELATIVE DENSITY BELOW ALL HARDSCAPE.

12. MOW RAMP REQUIRED ON ALL ENDS OF MEDIANS. (2 MON RAMPS PER ISLAND)

SHT _12

|5 I/4" PER FT | I/4" PER FT * VIEEFT '/:PEEFT
2'M o — 1 L )
q i L. 1 Lo, V:IWL_
I-1/2"=30D
SECTION A-A SECTIONB-B SECTION C-C
MOW RAMP NO PLANTER PLANTER ¢ TURF AREA
CITY OF BAKERSFIELD REVISIONS
DETAIL FOR
LANDSCAPE LIMITS WITHIN MEDIANS
STANDARD
PLAN NO.
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THE OBJECTIVE IS TO SOFTEN THE VISUAL IMPACT OF A FENCE OR WALLED FRONTAGE.
PLANT MATERIAL SHALL BE SELECTED TO PROVIDE A PLEASING LANDSCAPE WITH LOW
MAINTENANCE REQUIREMENTS. LANDSCAPE PLANT MATERIAL COMBINATIONS SHALL BE
REVIEWED AND APPROVED BY CITY PARKS DIVISION,

A SEPARATE AUTOMATIC IRRIGATION SYSTEM IS REQUIRED.

AR e
S 3 3 3V BN G L0
s el e s N
GATE SHRUB
ELEVATION 6' TALL CHAINLINK FENCE /
NTS OR MASONRY WALL
SECTION
WIDTH VARIES ">
BOTTOM OF SLOPE TREES 15-20' 0C.
/\,SUW OR DRILL SITE AREAf GATE
/-
N/~ TENCE OR WAD
oe4 U O X

4/

/" /O'-5' NIDE LANDSCAPE PLANTING (SHRUBS ONLY) CONCRETE —
CURB/EUTTER 5+ WIDE LANDSCAPE PLANTING AREA (TREES/SHRUBS) DRIVEWAY
SIDEWALK AREA ELEVATION
= N

NOTES:

I. AREA BETWEEN BACK OF SIDEWALK AND WALL
OR FENCE AT PROPERTY LINE SHALL BE
LANDSCAFED. IF FRONTAGE IS LESS THAN 100
LINEAR FEET, THE AREA BETWEEN FENCE/WALL AND
BACK OF CURB SHALL RECIEYE CONCRETE.

2. GROUND COVYER MAY BE USED ONLY WHEN
DISTANCE BETWEEN BACK OF SIDEWALK AND FENCE
EXCEEDS 10",

3. ALL GROUND COVER SHALL BE REVIEWED AND
APPROVED BY CITY PARKS DIVISION.

4, ALL PLANTS (SHRUBS, TREES) SHALL HAVE AN
INDIVIDVAL BUBBLER,

5. IRRIGATION SYSTEM SHALL HAVE A SEPARATE
POINT OF CONNECTION.

6. SHRUBS AND TREES SHALL BE SPACED NO
CLOSER THAN 2 THEIR FULL DIAMETER AT MATURITY.

7. NO CLIMBING VINES SHALL BE USED TO SCREEN
WALL OR FENCE.

&. NO LANDSCAPE IMPROVEMENTS SHALL BE
ALLONED AND CONCRETE SIDEWALK SHALL BE
EXTENDED TO THE FACE OF WALL WHERE SUMP OR
DRILL SITE FRONTAGE IS LESS THAN |00 LINEAL
FEET AS MEASURED PARALLEL TO THE ADJACENT
STREET.

SHT _13  OF _14

CITY OF BAKERSFIELD REVISIONS
TYPICAL LANDSCAPE WALL
OR FENCE SCREEN
STANDARD
PLAN NO.
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CAP PER APPROVED
CONCEPT PLAN

4.0' (277m) MAX.

0.0' (18m) MIN. FROM HIGHEST GRADE

#4.0 32" (06m) 0.C. 1
HORIZONTAL

60"x 80" x 6"

(0l5m X 0.2m X 04m) -j

BLOCKS

#4 @ 32" (0.6m) 0C. |
BEND INTO FOOTING

LOT SIDE

~— 60" (0.I5m) Min.

NOTES:
. A PLANNING DEPTARTMENT APFROVED CONCEPT PLAN 15

2

REQUIRED PRIOR TO SUBMITTAL OF WALL IMPROVEMENT PLANS.

FOOTING TO BE CLASS "B" CONCRETE.
FC = 2500P8| (I1.2MPA).

FINISHED GRADE DIFFERENCE ON EACH SIDE OF THE
WALL SHALL NOT EXCEED 10" (03m).

4. GROUT ALL CELLS TO 2.0' (0.6m) ABOVE HIGHER GRADE.

EROUT ALL CELLS CONTAINING REBAR, INCLUDING BOND
BEAMS, TO TOP OF WALL.

. A MINIMUM OF 25% OF STREET SIDE MASONRY TO

BE TEXTURED.

TOP OF WALL GRADIENT TO MATCH FL TO A MAXMM
OF 067% SLOPE, OR STEPPED TO MEET HEIGHT REQUIREMENTS
AS DIRECTED BY CITY ENGINEER.

. BEARING SOIL SHALL BE COMPACTED TO 90% OF MAXIMUM

DRY DENSITY AS DETERMINED BY ASTM D-I557 TO A
DEPTH OF 1.0' (0:3m) BELOW BOTTOM OF FOOTING.

. WATER PROOF SURFACING WITH 0.25" (6.0MM) THICK

ASPHALTIC WATER PROOF COATING OF APPROVED EQUAL AS PER
CITY STANDARD SHEET L-4 DTEAIL &l. COAT ONLY THAT PORTION
BELOW LOT PAD GRADE DOWN TO FOOTING.

. FOOTINGS SHALL NOT EXCEED THE WIDTH SHOWN ON THE

PLANS BY MORE THAN 20" (50MM). ANY FORMWORK NECESSARY
TO MAINTAIN THIS FOOTING WIDTH SHALL BE BELOW THE FINISHED
TOP OF GRADE AT LEAST 6" (0.4M) OR THE DEPTH OF THE
FOOTING, WHICHEVER 15 LESS.

DESIEN CRITERIA:

. CONCRETE MASONRY UNIT GRADE "N'.

N OO

MEDIUM WEIGHT
CONFORMS TO ASTM C40.

. REINFORCED STEEL = GRADE 40.
. MAXIMUM SOIL BEARING PRESSURE =
. WIND DESIEN 1S TOMPH (II3KPH), EXPOSURE 'B"

|OOOPSF (6.9MPA)

AND SEISMIC ZONE "¢,

SUBDIVISION WALL SIENS:
A. APPROVED MATERIALS: ALUMINUM, STAINLESS STEEL, BRASS, GRANITE,
INLAID TILE AND POWDER GOATED STEEL WITH MINIMUM THICKNESS OF
3/8" SOLID THROUGHOUT S
5B. STAINLESS STEEL WALL ANGHOR5 (/4" X 2-1/2") MINIMUM, MOUNTED TOP
AND BOTTOM EVERY 6" FLUSH TO THE WALL WITH EPOXY AND SHALL
HAVE NO VOIDS BETWEEN SIGNAGE AND WALL.

12" (0.3m)

a4

| CONCRETE MOWSTRIP AS
REQUIRED PER DETAIL L-lI

2-#4
"~ LONGITUDINAL

#4 @ 16" (0.4m) OC.
or #5 @ 24" (06m) OC.

30" (0.6m)

CONTINJOUS

SHT 14

OF
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DETAIL FOR
MASONRY WALL NON-RETAINING

REVISIONS

STANDARD
PLAN NO.
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